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The BPM1042 is a 
compact stereo mixer 
pre-amplifier  

BPM1042 



BPM1042 
STEREO MIXER PRE-AMPLIFIER 

The BPM1042 is a stereo pre-amplifier ideal for 1 and 2 zone applications where you want to have a 
different volume setting is needed. This pre-amplifier has 2 mono output zones and up to 14 inputs  
(5 MIC-line, 5 MIC and 4 line stereo inputs). The possibility to mix the microphone level easily with the 
music sources and its excellent sound quality makes it suitable for many applications like clubs, bars, 
restaurants... 
 
The music tone control of the line inputs and microphones can be configured on the front panel. The 
highest microphone input can be plugged-in via the input MIC-1 at the back of the amplifier. Microphone 
input 2 has priority select on the front panel that mutes all other inputs. On the back you will find the 
Chime remote trigger.  
The excellent sound quality and the possibilities of this pre-amplifier that only takes 1 unit of rack space 
will make the BPM1042 an essential part of your audio solution! 

TECHNICAL SPECIFICATIONS 
Model BPM1042 

Input Sensitivity/Impedance 

MIC/Line ±2.45mV/5KΩ balanced, ±245mV/5KΩ balanced 

Line RCA In 500mV/5KΩ unbalanced 

Output Level/Impedance 

Master 1,2 +4dBu/200Ω balance 

REC 0dBu/10KΩ unbalanced 

Frequency Response Less than –dB (20Hz-20KHz) 

S/N Ratio 

MIC More than 60dB 

Line More than 75dB 

THD 

MIC Less than 0.05% 

Line More than 0.03% 

Cross-talk 

MIC More  than 60dB 

Line More than 75dB 

Power Consumtion Power 13W 

Power Supply 110V/60Hz or 230V /50Hz & DC 24V 

Dimensions 484x295x44mm 

Weight 3.9Kg 

Accessoires BPC-1 

* 2 channel mixer of 10 inputs  
 
* Remote paging console BPC-1 as mic 1 with highest  
  input priority  
 
* Mic 2-4 with VOX selector over inputs 5-10 and  
  phantom power  
 
* All the 10 inputs with mic, line and high pass filtering  
  selector  
 
* Inputs 7-10 either by XLR mic inputs or by dual  
  RCA line inputs  
 
* Dual channel XLR line outputs  
 
* All inputs include inputs1-10, MIC (remote paging  
  console T-319), chime could be selected to have  
  channel1, channel 2 and channel 1+2 outputs.  
 
* Built-in 2/4 tone pre-set chime, remote chime trigger  
  and local trigger on front panel  
 
* Volume controls are provided over chime, MIC1,  
  inputs 2-10, channel 1 and channel 2 masters. Bass  
  and treble tone control are provided for both  
  channel 1 and channel 2.  
 
* Indicators for input 1-10, power and 2 channel  
  level meters  
 
* AC 110 or 230V and DC 24V operation    

 


